SURFACE WATER DRAIN SYSTEM:

112MM DIA UPVC GUTTERS AND 63MM DIA DOWN
PIPES, TO DISCHARGE INTO RODDABLE GULLIES.
GULLIES DISCHARGING VIA NOMINAL 100MM
DIAMETER PLASTIC PIPE SYSTEM.

SURFACE WATER TO TERMINATE AT SOAKAWAY,
LOCATED A MINIMUM OF 5M FROM THE EXTERNAL
LINE OF ANY BUILDING OR ROAD. SIZE AND DEFTH TO
BE DETERMINED FROM PERCOLATION TEST.

A PERCULATION TEST IS TO BE CARRIED OUT IN
ACCORDANCE WITH H2/ 124-138. THE SOAKAWAY
DESIGN IS TO BE CARRIED OUT IN ACCORDANCE WITH
H3/ 323-320.
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1. All drawings remain the copyright of Artchart,
and cannot be reproduced without approval.

2. Drawings are not to be scaled.

3.0 s/drawings transferred by Electroni
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Artchart.

4. Dimensional/level accuracy only applies to the
written notation.

5. The drawings/information issued by Artchart are
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Consultants information. If in doubt askl!
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Note :

Refer to Hemsec-Sips drawings for SIPS panel schedule &

setting out drawings
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Note:
Elevations submitted for Flanning
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T1 - External Wall - To external face HDX render system installed in accordance with the manufacturers instructions on 10mm Blu-clad board on
25x38mm s/w vertical battens on breather membrane on 150mm thick SIPS wall panel. Overall to achieve a U-value of 0.35 W/m2K. Internally,
vapour barrier then 10xX60mm battens with 12.5mm Gyproc Wallboard with 2.5mm skim finish finish.

T2 - External Wall with Klimex stone slips fixed in strict accordance with the manufacturers instructions to 150mm thick SIPS panel. Internally, vapour
barrier then 10xX50mm battens with 12.5mm Gyproc Wallboard with 2.5mm skim finish. Overall to achieve a U-value of 0.25 W/m2K.

T3 - Party/Seperating Wall - 100mm thick SIFS wall panel with 50mm thick cavity then 100mm thick SIPS wall panel. Refer to additional notes on ~sary (to RWOs) provide additional falls to roof deck
details & general notes. To each internal face - vapor barrier then 10x50mm battens, 12.5mm Gyproc Fireline, then 12.5mm Gyproc Wallboard with below single ply memebrane wiyh 1&mm WBF ply on sawn tanalised s/w battens filleted to
2.5mm skim finish. Joints between boards to be staggered. fall 1:80. Underdrawn with vapor barrier then 10xX60mm s/w battens and 12.5mm Gyproc

Wallboard with 2.5mm skim finish.
4 - Internal Partition - 100mm thick SIPS wall panel. To each face apply 10x50mm slw battens then 125 mm Gyproc Wallboard then 2.5mm skim
finish.

TS5 - Partition to Electrical Cupboard - nonload bearing - 89x38mm C16 studs at 400mm c/cs with head & sole plate noggins. To each side 2No. layer
of 15mm Gyproc Wallboard then scrim tape to joints and nail fixings, and scim finish to whole surface.
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